
Operator Quality Critical W I # 600-002 Rev 0

Vertical Door Installation and Adjustments Safety Checks Process Date 3 28 2019 

Standard Work Instructions Authored by John Tonti 

Approved by Ross Pflanzer

Task Specific- Parts Tools

# ations Equipment

1 Vertical Door Installation

1.1 Place 1/4 inch thick rubber pad in corner of 

bottom edge of door compartment opening.

1.2 Move door into position and align hinge side 

of door to fastener side of compartment 

opening.

1.3 Open piano hinge to 90 degrees for access 

to slot holes on hinge.

1.4 Make driver ready with 10-32 by 3/4 inch SS 

BHC screw, as one hand will push and hold door 

in place as you set the top screw.

1.5 Drive one 10-32 SS BHC screw in top slot 

hole.

1.6 Drive one 10-32 SS BHC screw in bottom 

hole slot. Drive four remaining 10-32 SS BHC 

screws in hole slots to secure door and hinge to 

body.

1.7 Remove retainer clip from gas shock. Attach 

shock to ball stud at top of door. Add retainer 

clip to keep shock in place.
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1.8 Use rubber pad to feel and verify that 

spacing on top and bottom are equal when door 

is closed.  

2 Adjust Vertical Door spacing

2.1 To increase space at top of door, slightly 

loosen several screws on body side of hinge and 

tap the top of door downward with non-marking 

dead blow hammer.  

2.2 Re-tighten screws on body side of hinge.

2.3 To increase space at bottom of door, slightly 

loosen several screws on body side of hinge and 

tap the bottom of door upward with non-marking 

dead blow hammer, or push upward with cloth-

wrapped prybar.  

2.4 Re-tighten screws on body side of hinge.
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2 Fasten and adjust door striker

2.1 Fasten striker bracket to body inside 

compartment by centering it in slots and 

tightening two (2) 1/4-20 nylock nuts.

7/16 

ratcheting 

wrench

2.2 Set striker pin in forward position. Tighten 

striker pin to striker bracket with 5/16 inch 

wrench and .250 Allen key.

5/16 

wrench; 

Allen key

2.3 Close door slowly to confirm that strike pin 

will contact and engage claw arms of latch 

properly. Center of strike pin must contact center 

of curve of latch claw to operate as intended. 

(See arrowheads in picture.)

2.4 Loosen strike pin and move it slightly back in 

bracket slot towards body. Re-tighten pin. Push 

door closed so that latch clicks twice when 

pushing against body.

2.5 Close door to check that latch side of door 

fits flush to body.  Door panels must be 

uniformly flush to body.

2.6 Install latch cover.
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3 Adjustments to Vertical Doors

3.1 If top of door (hinge side) is set too far from 

body, adjust it as follows:

3.1.1 Open door, remove gas shock from ball 

stud and open door fully to gain access to 

screws along hinge side of door.

3.1.2 Loosen top four screws, then push or tap 

door towards body to change hinge attachment 

position at top end of hinge.

dead 

blow 

hammer

3.1.3 Re-tighten top four screws to set hinge 

firmly in place.

3.1.4 Re-check door to body spacing with feeler 

gauge.

3.2 If bottom of door (hinge side) is set too far 

from body, adjust it as follows:

3.2.1 Open door, remove gas shock from ball 

stud and open door fully to gain access to 

screws along hinge side of door.

3.2.2 Loosen bottom four screws, then push or 

tap door towards body to slightly change 

attachment position at bottom end of hinge.

3.2.3 Re-tighten bottom four screws to set 

hinge firmly in place.

3.2.4 Re-check door to body spacing with feeler 

gauge.
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3   

cont.

3.3 If latch side of door is set too far from body, 

adjust it as follows:

3.3.1 Open door to gain access to strike on catch 

bracket. Loosen strike and move it toward body 

along slot hole in bracket.

3.3.2 Tighten strike to bracket.
5/16 

wrench; 

Allen key

Procedures Pictures

3.3.1

3.3.2

printed 3/28/2019 Vertical Door Installation and Adjustment Instructions 3 28 2019 1026am 5 of 5


